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Connects2VisionABOUT THIS PRODUCT...

CAM-KIT7

Functionality

1.  Power Button/Toggle Screen Backlight
2.  Menu/Emergency Recording Lock
3.  Mode
4.  Up/Rewind
5.  Down/Mute/Fast Forward
6.  OK
7.  USB Port
8.  AV-In
9. SD Card Slot
10.  HD Camera

Prior to Installation

Read the manual prior to installation.  Technical knowledge is necessary for installa-
tion. The place of installation must be free of moisture and away from heat sources. 
Please ensure you use the correct tools to avoid damage to the vehicle or product.
Connects2 can not be held responsible for the installation of this product. 

Technical Support

Connects2 want to provide a fast and suitable resolution should you encounter any 
technical issues. With this in mind, when contacting Connects2, try to provide as 
much Information as possible.  This will speed up the process and help us to help you.

Please use our dedicated online technical support centre: support.connects2.com

Subscribe to our YouTube Channel for installation 
guides and tips... www.youtube.com/connects2
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Connects2VisionFITTING GUIDE

1. Turn off the car engine

2. Insert the SD card into the SD card slot (9)

[Note] Please use a high-speed SD card (Class6 above) with a capacity of no less than 
4GB, SD card maximum support = 32GB.

3. Attach the camera to the car’s original rear view mirror

4. Insert the car charger into the car 12V power source

5. Use an extension cord (not supplied) to connect the USB and car charger to the 
camera if required

6. When installing the rear mirror camera, pay attention to the direction of the wiring. 
Wiring can be laid along inside the roof lining of the vehicle. After the installation is 
complete, connect the camera’s AV input

7. Adjust the lens to your chosen position

8. Start the engine and check for correct operation

[Note] When the product is installed correctly, the system working indicator light will be lit, 
the machine will enter the recording state and the recording indicator light will flash.
USER GUIDE

1. Power Button
Short press to turn on, long press to turn off. When on, short press to toggle the camera 
display on and off.

2. Menu/Emergency Recording Lock
In Standby mode, press Menu to enter the main menu table, press Up or Down keys to 
select the desired settings, and press OK to confirm. To initiate emergency recording lock, 
press the Mode button when recording a video. The ‘lock file’ icon will appear on the 
screen, the image will be saved and not recorded over.

3. Mode
In Standby mode, press the Mode key to switch between different modes 
(video/camera/playback)

4. Up Key/Rewind
Press to navigate menus or to rewind during playback

5. Down/Mute/Fast Forward
Press to navigate menus, to fast forward during playback, or to toggle the mute function 
during video mode

6. OK
In video mode, press to start or stop recording and in camera mode, press to take a 
picture. Used to enter selection in menus



www.connects2.com4

Connects2VisionFEATURES

Use of Automatic Recording Function

Starting the car engine will start the rear view camera recording automatically 
and will open up the recording function. This will be indicated by the video light 
blinking and the illumination of the charge icon.
When the vehicle is turned off, the recorded video will be saved before the 
device shuts down.
The video/images will be saved to the SD card. When the SD card is full, the 
rear view mirror camera will record over earlier video stored on the SD card.
The length of recordings can be adjusted in the menu settings of the rear view 
mirror camera and can be set for 2, 3, or 5 minute recording duration

NB: On the SD card, you will have a file labelled DCIM. Inside this folder, you will 
have 2 sub-folders: DCIMA for front camera video/images, and DCIMB for rear 
camera video.

Manual Recording Functions

To start the recording function, switch the rear view camera on using the power 
button. This will automatically start the recording process, and will be indicated 
by the recording timer. To shut down the camera, press the power button off 
for 3 seconds. The video will be saved before shut down.

Using the Camera

To change to camera mode from video mode, press the mode button. To take 
a picture, press the OK button. To return to video mode, press the mode button 
twice. Please note that recording in video source can not be changed until 
recording is stopped.

Collision Sensing

The rear view camera has a built-in sensor (G-Sensor) that will save the video 
image if a collision occurs. The video will be locked as indicated by the lock 
symbol on the rear view camera.

NB: A locked video image file will be labeled ‘LOCK’, whereas normal video 
files will be labelled MOVI. The G-Sensor sensitivity can be adjusted in the set-up 
menu

Key Lock Function

Images can be locked using a short press of the mode button. A lock symbol 
will appear on the display. This lock will disappear when the rear view camera 
is switched off.
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Connects2VisionFEATURES

Date & Time Settings

To adjust the date and time, press the menu button to enter the system menu. 
Use the up and down buttons to navigate to the date and time option and 
then press OK to enter the date and time option. When in the date and time 
option, the up and down buttons can be used to change the date and time, 
and the menu button is used to move to the next option (Year - Month - Hour - 
Minute)

Mute Functions

When in video mode, the audio can be muted on the video. This is achieved 
by pressing the up button. When pressed, the icon will change from a micro-
phone, to a microphone crossed out

File Playback

When in video mode, press the mode button twice. This will change the dis-
play to the video playback option. Use the up and down buttons to navigate 
through the videos to get to the desired video and then press OK for playback.

Parking Monitor

If the vehicle is parked with the rear view camera off and there is a vibration, 
the camera will record for 15 seconds and lock the file. If after 15 seconds there 
are no further vibrations, the camera will return to the off state.

Motion Detection

The rear view camera has a motion detector. This option can be activated in 
the settings menu and can record up to 10 seconds of video

Reversing Camera

To connect the reverse camera, insert the 3.5mm jack of the reverse camera 
into the AV-In socket on the rear view camera. When connected, the reverse 
camera picture will appear in the front mirror. This view can be changed in 
video mode by pressing the down button.
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Connects2VisionNOTES
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